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1. Introduction

Thank you very much for downloading the MS-50G Effect Manager. This document
explains how to load (write) effects to the MS-50G.

2. System Requirements

0S : Mac® 0s Xx® 10.10.5 (or later)

Precautions

1) Log.in to your Mac computer using an account with administrator privileges.

2) Before starting this application, shut down all other applications that are running.




3. Loading effects
3.1. Connect the MS-50G and the Mac using a USB cable.

3.2.

Double-click the MS-50G Effect Manager icon to launch it.

After launching, a window that looks like this appears.

@ MS-50G Effect Manager

Select Effects MIDI 1N

Comp ZOOM MS Series
;aézfnzmp MIDI OUT
OptComp ZOOM MS Series
SlowATTCK
ZNR Rescan Device
NoiseGate

DirtyGate
OrangeLim

GrayComp Write Effects
Line Sel
GraphicEQ

ParaEQl Exit

Select All Select None

Remain 43% 98 /172 Progress

3.3. Confirm that "ZOOM MS Series" is shown in both the MIDI IN and MIDI OUT fields.

3.4.

If nothing appears in these fields, click the [Rescan Device] button.

The Select Effects column shows a list of effects.
Click items in this column to change their selection status.
The checked items will be loaded.

Click the [Select All] button to check all items in the Select Effects column.
Click the [Select None] button to uncheck all items in the Select Effects
column.
If the Remain bar appears red, the maximum capacity for loaded effects is
being exceeded. Select fewer effects so that they do not exceed the
capacity.



3.5. Click the [Write Effects] button to load (write) the selected effects.
While effects are being loaded, the progress is shown at the bottom right of the
window as shown below.
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Do not disconnect the USB cable while effects are being loaded.

3.6. When loading effects completes, the following will appear.
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=M Complete! Please restart the pedal.
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Click the [OK] button and [Exit] button to close the MS-50G Effect Manager. Then,
turn the MS-50G power off.



3.7. Restart the MS-50G power, and confirm that you can select the effects that were

loaded on it.

This completes effect loading.
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